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KWICK ADMIX IWL 210

KWICK ADMIX IWL 210 is an Integral Waterproofing Liquid
admixture for concrete/ mortar which chemically converts the

Integral Waterproofing Liquid Plasticizer for Concrete and Plaster

Product Data Sheet

water- soluble compounds present in concrete / mortar into KWICKFIX‘

stable water insoluble compounds. It has good plasticizing
properties, makes concrete cohesive and prevents segregation.
It improves the integral waterproofing properties of cement
concrete and plasters after curing.

PRODUCT BENEFITS

Corrosion resistant Strength

Makes concrete more cohesive, hence protects steel better The setting time and compressive strength of the concrete
against corrosion. remains within the specification limits.

Compatibility Shrinkage

Being a liquid, ecs[ly dispersible and compatible with Reduces shrinkage crack development in plaster and concrete.
concrete/mortar mixes.

Permeability Workability

It reduces the permeability of water info concrete. Improves workability of freshly mixed cement concrete.
Durability

Increases durability by improving waterproofing of concrete.

PRODUCT FEATURES

AVAILABLE PACKS RECOMMENDED USAGE
Bathrooms and balconies
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Available in Tkg, 5kg, 20kg. Pail, 50kg & 200 kg. Barrel. <, plastering. Jg- Sewers.

TECHNICAL DATA

SPECIFICATION

Parameters Standard Testing Values
Appearance Brown Liquid

pH 1222

Sp. gr. @ 250C 1.04 - 1.09
Non-volatile content 13.5-14.5%
Sulphate content 0.10%

Chloride content IS: 2645: 2003 Nil

Setting time IS: 2645: 2003 30-600 Min

Water permeability IS: 2645: 2003 Passes
Compressive strength N/mm’ IS: 2645: 2003 As per the standard

Disclaimers: The information given in this product data sheet is based on laboratory tests and experience which we believe to be correct. Properties quoted are typical and

do not therefore constitute a cification. In view of the wide range and variability of substrates, we would advise that our product should be tested by the user to establish
suitability for its intended application. E & OE
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DIRECTION TO USE

METHOD OF APPLICATION

* Charge cement and aggregates to concrete mixer as per the mix design, mix in dry state for 1-2 minutes.
* Start addition of 75-80% mixing water and mix for 2-3 minutes.

° KWICKFIX ADMIX IWL 210is added as per the recommended dosage into the remaining mixing / gauging water, then add
to concrete mixer and mix for another 2 minutes.

° Place the concrete or apply plaster, as needed.

® Cure the applied mortar or concrete as per good construction practices.

* Minimum 12 months in unopened container. Store away from direct sunlight and temperature below 302C.

® 200ml per 50 kg bag of cement.

KWICKADMIX IWL 210 is safe, eco-friendly and presents no health hazard. As with all chemicals, caution should always be exercised.

* Inhalation of vapor, fumes or mist should be avoided. In case of accidental inhalation, it may cause coughing, wheezing, laryngitis,
shortness of breath, headache, nausea, and vomiting, Immediately shift victim to fresh air, and if needed immediately start
artificial respiration. Give oxygen if breathing is laboured.

° In case of Eye Contact, Flush eyes with clean water for 15 minutes and call for medical help.
° If swallowed seek medical attention immediately. Do not induce vomiting.

® In case of skin contact wash with water and soap until all traces have been removed. Seek medical attention if required.

APPLICATIONS
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The information, and, in particular, the recommendations relating to the application and end-use of KWICKIX products, are given in good faith based on KWICKFIX's
current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with KWICKFIX's
recommendations. In practice, the differences in materials, substrates and actual site conditions are such that no warranty in respect of merchantability or of fitness for
a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from this information, or from any written
recommendations, or from any other advice offered. The user of the product must test the product’s suitability for the intended application and purpose. KWICKFIX
reserves the right to change the properties of its products. The proprietary rights of third parties must be observed. All orders are accepted subject to our current terms
of sale and delivery. Users must always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on
request.

CALL ON +91 72 7860 7860 TO SPEAK TO OUR SOLUTION EXPERTS

KWICKFIX INDUSTRIES PVT. LTD.
Corporate Office:
Office No.22, Nav Vyapar Bhavan, 49, P D ‘Mello Road, Masjid Bunder (East), Mumbai — 400009.

Tel: +91 022 4010 2252 Email: sales@kwickfix.co.in S nelicadon videos "
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