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MEMBRANE STAS

STRONG.
K w I c K F E I_T : PP ‘ All Purpose Waterproof Membrane

KWICKFELT™PP is a flexible, all purpose, multiple ply waterproofing
membrane based on a combination of selected synthetic polymer raw
materials.

Product Data Sheet

The core membrane is protected with PP non-woven geo-textile on both
sides. This increases strength and combines perfectly with cement slurry
and tile adhesives to make it an ideal choice for multi-purpose
waterproofing application.

KWICKFELT™PP can be used as a waterproof and damp-proof layer for
internal as well as external structures.

KWICKFELT ™ PP is developed for waterproofing of floors and walls.

PRODUCT BENEFITS

Waterproof Non-Toxic

Passes water impermeability test under hydrostatic pressure. Environment friendly, odourless and tasteless.
Anti-Ageing Cold Applied

Weathering resistance properties and long serviceable life. Eliminates fire hazard during application.

Flexible Good Adhesion

Excellent cold flexibility, high breaking elongation and Good Adhesion to cementitious material during its
tensile properties. curing process.

Anti-Root Anti-Oxidation

High mechanical strength and abrasion resistant due to PP
reinforcement.

PRODUCT FEATURES

Anti-Oxidation and Anti-Corrosion properties.

AVAILABLE PACKS RECOMMENDED USAGE
Cement Fiber Board Uncoupling @ Wet Areas
Panels/Dry Walls "2l Membrane (Bathrooms/Kitchen)
¥ ¥ Industrial % Building @ Terrace
@ Terrace Podium FEE] Garden
300 gsm-PP 300 500 gsm-PP 500
Precast Concrete Flat Retaining
& Slab Extensions Rooftops Walls
KWICKFELT™PP is available in Grey Color rolls of L Factory Floors Water Tanks Gip Basement &
. 4 g & Walls & Swimming ..Lé.\j Foundations
1.2 mtr (Width) x 100 mtr (Length). Pools

TECHNICAL DATA

SPECIFICATION

Parameters PP 300 PP 500

Unit Weight, g/m2 300 +£10% 500 =10%
Tensile Strength, N/cm = 60 =10% 60 =10%
Breaking Elongation, % = 400 +10% 400 +10%
Water Impermeability, 30min, 0.3 Mpa No leakage No leakage
Tear strength, N = 20 20

Low temperature flexibility, °C < -25, no crack -25, no crack
Dimensional stability, % < 2 2

Disclaimers: The information given in this product data sheet is based on laboratory tests and experience which we believe to be correct. Properties quoted are typical and

cification. In view of the wide range and variability of substrates, we would advise that our product should be fested by the user fo establish www. kwickfix.co.in
intended application. E & OE
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STRONG.

DIRECTION TO USE

SUBSTRATE PREPARATION

¢ Surface should be smooth and clean. Clear all dust

and loose particles.
Wall Finish as per
Specifications

Product Data Sheet

o All visible cracks to be opened and filled with good

quality crack-filling compound. Tiling/40 mm Screed

as per Specifications
e Surface should be washed with clean water. Before

- . Tile Adhesive / PMM 6 mm
application ensure surface is dry.

. . . KWICKFELT PP (300/500)
e For all wall corners and termination points, use

300mm x 300mm piece of KWICKFELT™PP. Tiie adhesive LPNM &riim
e For all wall-to-wall and wall-to-floor joints, prepare a
band of 150mm width from KWICKFELT™PP.

Concrete / Board Substrate 50 mm

PRODUCT APPLICATION

* Seal the corner joints of wall-to-wall and wall-to-floor with  ® FOR HORIZONTAL APPLICATION (FLOORING) - Unroll the
the prepared band of 150mm width from KWICKFELT™PP membrane and make sure the air bubbles beneath are
Fix the band with a standard tile adhesive. rolled out.

* Apply a standard tile adhesive or a cement based adhesive  © Overlapping of 100mm on the long side and 120mm on the
with a notched trowel on the desired area to be covered. short side should be maintained by pre-marked guiding lines.

o Apply KWICKFELT™PP membrane of the required size along ¢ Seal all lapping seam with standard tile adhesive or a cement
with pre-marked guiding lines. based adhesive.

* FOR VERTICAL APPLICATION (WALLS) - Start application o KWICKFELT™PP should be covered either with a cement screed

from the highest point and ensure that there are no of 40mm or tiled with a compatible tile adhesive for enduring
wrinkles or air bubbles under the membrane. results.

PRODUCT INFORMATION

STORAGE SHELF LIFE

The product must be stored in original and unopened 36 months from date of production.

packaging in dry and well-ventilated place at a temperature
between +5°C and +40°C.

The product is not affected by frost.

The information, and, in particular, the recommendations relating to the application and end-use of KWICKIX products, are given in good faith based on KWICKFIX's
current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with KWICKFIX's
recommendations. In practice, the differences in materials, substrates and actual site conditions are such that no warranty in respect of merchantability or of fitness for
a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from this information, or from any written
recommendations, or from any other advice offered. The user of the product must test the product’s suitability for the intended application and purpose. KWICKFIX
reserves the right to change the properties of its products. The proprietary rights of third parties must be observed. All orders are accepted subject to our current terms
of sale and delivery. Users must always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on

request.

CALL ON +91 72 7860 7860 TO SPEAK TO OUR SOLUTION EXPERTS

KWICKFIX INDUSTRIES PVT. LTD.

Corporate Office:
Office No.22, Nav Vyapar Bhavan, 49, P D ‘Mello Road, Masjid Bunder (East), Mumbai — 400009.
Tel: +91 022 4010 2252 Email: sales@kwickfix.co.in application videos

Scan QR code to watch

Disclaimers: The information given in this product data sheet is based on laboratory fests and experience which we believe fo be correct. Properties quoted are typical and
specification. In view of the wide range and variability of substrates, we would advise that our product should be tested by the user to establish www. kwickfix.co.in
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