
DESCRIPTION

KWICKSEAL™BT is a self-adhesive sealing tape consisting of a high-

performance butyl rubber adhesive compound, protected by a 

reinforced aluminium lm. It is highly adhesive even at low 

temperatures to all common building materials and highly resistant to 

UV rays. The bottom side of  KWICKSEAL™BT is covered with an easily 

removable protective lm. KWICKSEAL™BT is a convenient way to seal  

various cracks and joints. It can also be used for insulating junctions for 

roong repairs and HVAC. KWICKSEAL™BT is specially designed for 

sealing  substrates like metals, concrete, wood, glass and plastic (TPO, 

PP, PE).

PRODUCT BENEFITS

Waterproof

Excellent adhesion at low temperature.

Flexible

Heat Stability

Excellent cold exibility up to -45°C and maximum 100°C.

Can be exposed to elements indenitely. 
Versatile ashing around exterior protrusions.
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Do-It-Yourself

Installs easily without any tar, torches, mops, glues or fasteners.

Saves Time

Saves time, material, labour and utility cost.

Multipurpose

Multipurpose and multi-surface application.

PRODUCT FEATURES

AVAILABLE PACKS

All variants have standard length of 10meters/ roll

RECOMMENDED USAGE

TECHNICAL DATA

SPECIFICATION

Thickness, mm ≥

Yield Strength

Substrate Migration

Aging Resistance

 
www.kwickx.co.in

Disclaimers: The information given in this product data sheet is based on laboratory tests and experience which we believe to be correct. Properties quoted are typical and 

do not therefore constitute a specication. In view of the wide range and variability of substrates, we would advise that our product should be tested by the user to establish 

suitability for its intended application. E & OE

KWICKSEAL BT

TAPES

Self Adhesive Butyl Rubber Sealing Tape

100mm 150mm

UNI 8202

25°C, 21 days

80°C, 14 days

25°C, 21 days

80°C, 14 days

25°C, 21 days

80°C, 14 days

UV Exposure, 60°C, 21 days

1.5 (±10%)

15 kgs./in²

33.5 kgs./in²

None

None

No crack, no bond loss

No crack, no bond loss

No crack, no bond loss

Anti-Ageing

Resistant to ageing and to UV rays.

Rooftops
Drained 
Systems

Facades Ventilation
Junction

Building
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Corners
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Sound
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Application

PVC and 
Masonry

Parameters Standard Testing Values

Service Temperature

Low Temperature Flexibility

Thermal impact, 120 °C

Solid Content

Shrinkage

Backing Removal

-45°C to 100°C

No crack, no bond loss

No crack, no bond loss

100%

None

Complete removal



DIRECTION TO USE

www.kwickx.co.in

SUBSTRATE PREPARATION

For an application between 0⁰C and 5⁰C, ensure that 

frost or condensation are absent on the surface.

In case of porous substrate it’s advisable to stabilize the 
surface with suitable primer.

Surface should be cleaned of any dust, oil, loose particles 
and water.

PRODUCT APPLICATION

Measure and cut KWICKSEAL™BT to required length.

For better sealing KWICKSEAL™BT should overlap the hole 
or gap for 3-5cm from each side depending on the damage.

Remove the protective lm.

Gently position KWICKSEAL™BT to the surface and press it with
a roller or hand.

Ofce No.22, Nav Vyapar Bhavan, 49, P D ’Mello Road, Masjid Bunder (East), Mumbai – 400009.

Tel:  +91 022 4010 2252
Scan QR code to watch 

application videosEmail: sales@kwickx.co.in

KWICKFIX INDUSTRIES PVT. LTD.

Corporate Ofce:

CALL ON  TO SPEAK TO OUR SOLUTION EXPERTS+91 72 7860 7860

Disclaimers: The information given in this product data sheet is based on laboratory tests and experience which we believe to be correct. Properties quoted are typical and 

do not therefore constitute a specication. In view of the wide range and variability of substrates, we would advise that our product should be tested by the user to establish 

suitability for its intended application. E & OE
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TAPES

LEGAL NOTES

The information, and, in particular, the recommendations relating to the application and end-use of KWICKIX products, are given in good faith based on KWICKFIX's 

current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with KWICKFIX's 

recommendations. In practice, the differences in materials, substrates and actual site conditions are such that no warranty in respect of merchantability or of tness for 

a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from this information, or from any written 

recommendations, or from any other advice offered. The user of the product must test the product’s suitability for the intended application and purpose. KWICKFIX 

reserves the right to change the properties of its products. The proprietary rights of third parties must be observed. All orders are accepted subject to our current terms 

of sale and delivery. Users must always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on 

request.

Expel any air, especially on overlaps and at edges.

Installation on cylindrical surfaces: To repair damage on pipes, 
the tape is wound spirally (with an overlap on the previous turn).

When connecting two tapes, use an overlap of at least 5 cm. 
Press with a roller or a cloth pad.

Tear open and 
stick rmly

PRODUCT INFORMATION

STORAGE

36 months from date of production.

SHELF LIFE

The product must be stored in original and unopened 
packaging in dry and well ventilated place at a 
temperature between +5  C and +40  C. Storage above 
50  C may lead to difculties in removing the release 
liner when applying. The product is not affected by frost.


