GLASS FIBER MESH STAYS

STRONG.

KWICKFIX GLASS FIBER MESH | corricion enderng and weterproofing.
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KWICKFIX- Glass Fibre Mesh is designed to reinforce external %

facade render & internal plaster walls, external insulation 3

finishing system (EIFS), wall joints, channels for water piping, K‘{V;\CSKSF')F([BEH @

electrical wiring and reinforcing waterproof coatings. It absorbs
tension where two materials with different coefficients of
expansion meet and forms a flexible yet extremely tough and
durable layer within the plaster facilitating adherence to a variety
of masonry materials.

PRODUCT PROPERTIES

* KWICKFIX- Glass Fibre Mesh does not break down due to corrosion.
* It is easy to use, pliable and cuts effortlessly with a cutter/scissor.

* |t exceeds all the requirements on tensile strength and chemical resistance.
e It is resistant to acid, salt, water and alkali attack; therefore, screed and plaster thicknesses can be considerably
reduced in marine constructions.

PRODUCT FEATURES

AVAILABLE PACKS RECOMMENDED USAGE
Corners and Beam and Brick wall
h\‘ intersection Columns Joints
&)
45 gsm 80 gsm 110 gsm 145 gsm Waterproof Concealed Reinforcing
coatings Electric conduits renders

Size:
100mm / 142mm / 1000mm

(Customized size available on request and MOQ)

TECHNICAL DATA

SPECIFICATION

Material Fiber Glass Mesh 45 GSM Fiber Glass Mesh 80 GSM | Fiber Glass Mesh 110 GSM | Fiber Glass Mesh 145 GSM
Grade Standard/GSM 45 GSM 80 GSM 110 GSM 145 GSM

Length(mtr) 50 mtr 50 mtr 50 mir 50 mtr

Width(mm) 100/142/200/300/400/1000 mm  100/142/200/300/400/1000 mm  100/142/200/300/400/1000 mm  100/142/200/300/400/1000 mm
Fiber Structure LENO LENO LENO LENO

Usage/Application Waterproofing reinforcement Beam/ column joints and plaster Beam/ column joints and plaster Beam/ column joints and plaster
Warp 50Tex 67 tex 134 1ex 134 1ex

Weft 67 Tex 250 tex 300 tex 500 tex

Gram 45+3 g/m?2 80g =2 110g/m2 1459 +2

Mesh Size 3mm X3mm 5mm X 5mm 5mm X 5mm 5mm X 5mm

Disclaimers: The information given in this product data sheet is based on laboratory tests and experience which we believe to be correct. Properties quoted are typical and

do not constitut ification. In view of the ange and variability of substrates, we would advise that our product should be tested by the user to establish
suitability for its intended application. E & OE




GLASS FIBER MESH STAYS

STRONG.

DIRECTION TO USE

METHOD OF APPLICATION

° Apply a thin coat of wet plaster to the surface. Embed KWICKFIX-Glass Fibre Mesh into the wet base coating. Apply a second coat of
thicker plaster until surface is smooth and KWICKFIX-Glass Fibre Mesh is at least 2mm - 3mm under the plaster surface.

* KWICKFIX-Glass Fibre Mesh strips should overlap by 100mm. Stainless steel or galvanized staples can be used to anchor the Glass
Fibre Mesh into the first plaster layer.

¢ Other application areas include: EIFS system (external insulated finishing system & EIFS Basecoat), mosaic tile backing, under floor
heating, artificial rock building, marble slab reinforcement, thermal insulation reinforcement, light weight partitioning
reinforcement, polymer concrete reinforcement, floor reinforcement, tile reinforcement and soil retention.

® The product must be stored in original and unopened packaging in dry and well-ventilated place at a temperature between
+5°C and +40°C. The product is not affected by frost.

* Keep away from open fire, sparks or other igniting sources. ® 36 months from date of production.
o Wear protective clothing, gloves and goggles during application.
* Eyes - Contact could cause irritation.

Inhalation - Can cause dizziness. Move to fresh air.

The information, and, in particular, the recommendations relating to the application and end-use of KWICKIX products, are given in good faith based on KWICKFIX's current knowledge
and experience of the products when properly stored, handled and applied under normal conditions in accordance with KWICKFIX's recommendations. In practice, the differences in
materials, substrates and actual site conditions are such that no warranty in respect of merchantability or of fitness for a particular purpose, nor any liability arising out of any legal
relationship whatsoever, can be inferred either from this information, or from any written recommendations, or from any other advice offered. The user of the product must test the
product’s suitability for the intended application and purpose. KWICKFIX reserves the right to change the properties of its products. The proprietary rights of third parties must be observed.
All orders are accepted subject to our current terms of sale and delivery. Users must always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of

which will be supplied on request.

CALL ON +91 72 7860 7860 TO SPEAK TO OUR SOLUTION EXPERTS

KWICKFIX INDUSTRIES PVT. LTD.

Corporate Office:

Office No.22, Nav Vyapar Bhavan, 49, P D ‘Mello Road, Masjid Bunder (East), Mumbai — 400009.
Tel: +91 022 4010 2252 Email: sales@kwickfix.co.in application videos

Scan QR code to watch
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